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The machine works smoothly and continuously, and is suitable for sealing all kinds of masks, medical suppli-
ers, sanitary products and other products.

Automatic bagging, photoelectric correction, no burr, mold forming.

The equipment can be configured with different types of feeder.

Mistsubishi PLC imported from Japan can improve the accuracy and stability of the equipment.

Intermittent sealing is better to ensure the sealing beauty and avoid leakage.

The machine is easy to operate, PLC touch screen, according to the packaging material, product thickness 
and length to adjust the packaging temperature and speed. Servo motor.Through the control of light,electricity 
and gas, the fault can be self diagnosed and displayed clearly. the language of the operating system can be 
Spanish, French, Korean, Russian, Japanese, Arabic and other local languages.

The whole machine is covered with stainless steel, with good apperance, easy to clean and durable.The cost 
of operation and maintenance is low.

Intelligent PLC temperature control.

Automatic alarm for required quantity, automatic batching and stacking for requied quantity.

PERFORMANCE ADVANTAGES

HY-420
Automatic Thermoforming Sealing 
Packing Machine



HY-420
Automatic Thermoforming Sealing

Packing Machine

BACK VIEW

LEFT VIEW

Movable
Touch Screen

The language 
of the operating system

can be customed

Mold Forming

Automatic material 
forming module

Photoelectric Sensor
for Packaging Film

Infrared automatic 
cursor alignment, 

more accurate.

Transverse Cutting Longitudinal Cutting

Heating and Sealing

PLC touch screen, according to the 
packaging material, product 

thickness and length to adjust the 
packaging temperature and speed. 

TECHNICAL PARAMETERS

Production Speed

Bag Packing Type

Dimensions of Packaged Products

Film Width

Outer Diameter of Packaging Film

Packaging Film Material

Pressure

Machine Operating Height

Total Power

Type of Power Supply

Machine Weight

Machine Dimensions

30-400 bag/min

Four side sealing

L:5-400mm W:5-300mm H:1-60mm

≤ 435mm

≤ 400mm

PE/PE Composite PET

6Mpa

930mm

14.5kw

380V 50/60HZ 3Phase

2600kg

6520x1060x1720mm(LxWxH)



NSL-260B
Automatic Strip Packaging Machine

The entire device uses programmable controller and programmable touch screen to control each 
action point, so it can be ensure that uncoated or coated tablets and capsules can be automatic 
filling into two level of Alu materials became to strip packing, the length of strip sheet (the strip 
traction) can be change in the touch screen as your required, you just adjusts some rollers and 
remove some cutter easily when you want to change the strip packing length or different sheets. 

The TEMP of heating sealing mould is control by intelligent temperature controller with PID 
system, meanwhile, the TEMP detector is adopts PT roller surface detector which components 
is imported, one the one hand, it can be ensure the stable TEMP of roller's surface, on the other 
hand, it can increase leak-proofness of heating strips. 

The speed of main motor is control by transducer which is stepless speed regulating, it adopts 
programmable controller, so it can be make the drive of mechanical frame simple, easy to main-
tain. In addition, the machine also have cutter in sealing station, which is for waster edge easy 
to tear, it can be make the trips look more clearly and nice looking.

MACHINE BRIEF



NSL-160B
Automatic Strip Packaging 
Machine

Model No.

Max. Production Capacity 

Punch Frequency

Packaging Area

Material Roll Dia.

Total Power

Air Compressor

Machine Dimension(LxWxH)

Packing Dimension(LxWxH)

NSL-160B

800 pcs/hour

40-80 times/min

160mm x any length

300mm

2.75Kw, 220/380V, 50/60Hz

0.45Mpa, ≥0.2m³/min

1300x750x1700,900kg

1500x1000x1900,1000kg

TECHNICAL PARAMETERS

PRODUCTION PROCESS

Automatic product feeding 
through the feeding chute.

Filling station Sealing station Final product 
output

Aluminum foil unwinding1. 3. 4. 5.2.

The entire device uses programmable con-
troller and programmable touch screen to 
control each action point, so it can be ensure 
that uncoated or coated tablets and cap-
sules can be automatic filling into two level 
of Alu materials became to strip packing, the 
length of strip sheet (the strip traction) can 
be change in the touch screen as your 
required, you just adjusts some rollers and 
remove some cutter easily when you want to 
change the strip packing length or different 
sheets. 

The TEMP of heating sealing mould is con-
trol by intelligent temperature controller with 
PID system, meanwhile, the TEMP detector 
is adopts PT roller surface detector which 
components is imported, one the one hand, 
it can be ensure the stable TEMP of roller's 
surface, on the other hand, it can increase 
leak-proofness of heating strips. 

The speed of main motor is control by trans-
ducer which is stepless speed regulating, it 
adopts programmable controller, so it can be 
make the drive of mechanical frame simple, 
easy to maintain. In addition, the machine 
also have cutter in sealing station, which is 
for waster edge easy to tear, it can be make 
the trips look more clearly and nice looking.

MACHINE BRIEF



Mobile/WhatsApp:+86 189 6882 0 767

S a l e s  M a n a g e r

Email:sales03@cngrandmachinery.com
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Wenzhou City, Zhejiang Province, China


